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Tromba 8 bassi
Tromba 8 soprani
Corno inglese 16 soprani
Flauto Reale 8 soprani
Viola 4 bassi
Flauto in ottava bassi
Flauto in ottava soprani
Flauto in XII soprani
Ottavino soprani
Voce umana
Cimbas  (al pedale) [10]
Principale bassi 
Principale soprani
Ottava bassi
Ottava soprani
Quintadecima
Decimanona
Vigesimaseconda
Vigesimasesta
Vigesimanona
Contrabassi
Ottava di contrabassi
Prolunga bassi

L’organo, costruito da G. B. De Lorenzi nel 1857, è collocato in cantoria sopra
la porta principale e chiuso entro cassa armonica.
Ha un prospetto di 25 canne del Principale disposte a cuspide con ali laterali.
Tastiera di 58 note (Do1-La5).
Trasmissione meccanica.
Consolle a finestra.
Pedaliera a leggio di 18 note (Do1-La2) con prima ottava corta. 
Divisione bassi/soprani: Si2-Do3.

Accessori: Ripieno a pedaletto, Tremolo, Combinazione alla lombarda.

The organ, built by G. B. De Lorenzi in 1857, is located in the choir loft above the main door
and is enclosed in a sound case. 
The front has 25 Principal pipes arranged in a winged cusp. 
Keyboard with 58 notes (Do1-La5).
Mechanic action.
Window consolle.
Inclined pedalboard with 18 keys (DoI-La2) with a short octave.
Bass/treble division: Si2-Do3.
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